
Get rid of fuel/water separators with fragile plastic bowls which can crack, leak and be difficult to replace.
Baldwin’s BF7925 spin-on filter with the FD7926 adapter delivers superior protection, added efficiency,
plus problem-free durability. For details see your Baldwin distributor today.

Aluminum Adapter
converts OEM engine filter base
to allow the installation of a
spin-on type filter.

Heavy-Duty, All-Metal Housing
provides unequaled burst- and
pulse-withstanding strength.

Heavy-Duty Baseplate
is joined to the can with a
double-rolled, tuck lock seam to
resist leakage due to high pressure.

Easy-Opening Valve
requires 88% less torque to
open and close.
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For applications previously using a PF7902 cartridge
filter, Baldwin Filters offers a spin-on and adapter to
make servicing the equipment easier.

A one-time installation of Baldwin’s FD7926
adapter converts the OEM’s engine filter base to
allow the use of the Baldwin BF7925 spin-on
fuel/water separator. 

The Baldwin FD7926 adapter and BF7925 filter
require less room for servicing. The BF7925
provides better protection than the OE.

Baldwin Adapter & Spin-on
Fuel/Water Separator Advantages

Baldwin vs. Leading Competitor

Adapter & Spin-on Filter Installation

Contaminant Holding Capacity
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BF7925                             27.49g
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BF7925 98.16%

Contaminant Removal Efficiency

26560201 95.83%

ISO 19438 Test Parameters

ISO 19438 Test Parameters
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BF7925

Flow Restriction

26560201

Water Sump Capacity

0 inˆ3 2 inˆ3 4 inˆ3 6 inˆ3 8 inˆ3 10 inˆ3 12 inˆ3

BF7925                               11.2 inˆ3
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ISO 19438 Test Parameters: Tested at 10 Microns
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26560201                     23.78g

26560201 5.7 inˆ3

Africa
Baldwin Filters, Pty. Ltd.
Ph: 27-21-534-0029
E-mail: africa@baldwinfilter.com

Australia & New Zealand
Baldwin Filters Aust., Pty. Ltd.
Ph: 61-3-9353-7300
E-mail: australia-newzealand@baldwinfilter.com

Central & South America
Baldwin Filters
Ph: (308) 233-9220
E-mail: latinamerica@baldwinfilter.com

China
CLARCOR Filtration (China) Co., Ltd.
Ph: 86-536-2606308
E-mail: china@baldwinfilter.com

Europe
Baldwin Filters N.V.
Ph: 32 3 328 18 88
E-mail: europe@baldwinfilter.com

Mexico
Baldwin Filters, S. de R. L. de C. V.
Ph: 52-442-227-3400
E-mail: mexico@baldwinfilter.com

Middle East 
Baldwin Filters
Ph: (308) 237-9782
E-mail: middleeast@baldwinfilter.com

Morocco
Baldwin Filters Morocco
Ph: (212) 522 70 00 25
E-mail: morocco@baldwinfilter.com

Russia
Baldwin Filters
Ph: (308) 237-9749
E-mail: russia@baldwinfilter.com

Southeast Asia & Pacific Rim
Baldwin Filters
Ph: (308) 233-9226
E-mail: southeastasia@baldwinfilter.com

UK & Ireland
Baldwin Filters Ltd.
Ph: 44-1268-888170
E-mail: uk-ireland@baldwinfilter.com
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